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6350 Type of mounting Material of chuck body Type of jawsNumber of jaws

32
66
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Length of the operating lever  

[in]
Weight 

[lbs]

3.15 1.38 0.06 1.89 0.94 1.54 3xM6 2.05 1.30 0.51 3.23 3.94 2.43

3.94 1.57 0.08 2.95 1.26 1.77 3xM6 3.35 1.65 0.67 4.02 4.92 7.05

4.92 1.89 0.31 2.76 1.50 2.20 3xM6 3.27 2.01 0.79 5.08 6.30 8.82

6.30 2.05 0.31 3.09 2.05 2.56 3xM6 3.78 2.76 1.30 6.46 7.87 16.09

7.87 2.60 0.51 4.53 2.52 3.31 3xM8 5.79 3.35 1.18 8.07 7.87 29.32

type Code No.

3266-3" 7-864-0300

3266-4" 7-864-0400

3266-5" 7-864-0500

3266-6" 7-864-0600

3266-8" 7-864-0800

Chuck size 3", 4" Chuck size 5", 6" and 8"

1 Set of hard solid ID jaws

1 Set of hard solid OD jaws

1 Operating lever

3266

 ■  Lever scroll chuck is specially designed for grinding twist drills and other cutting tools
 ■  Fine adjustment in sizes 5", 6" and 8" to the required concentricity by means of 4 radially arranged 
adjusting screws

special chUcKs ▪ For sharpeninG Drills ▪ 3-jaw

standard accessories

spare parts 99-141
technical data 142-148


