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 ■ BISON OIL COUNTRY CHUCKS HD with large through-holes are designed for gripping long and 
heavy workpieces or pipes during heavy-duty (HD) machining

 ■  High gripping force 
 ■ High accuracy
 ■ Heavy-duty operations
 ■ Chucks can work individually or in pairs, mounted on opposite sides of the lathe spindle
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Clamping range 
[in]

torque on wrench 
[lb/ft]

Gripping force  
per jaw 

[lbf]
Max. rpm Weight 

[lbs]

16.34 8 5.50 5.35 6.75 1.00 2.00 5.71 6.07 2.98 0.71 2.36 0.75 1.77 - 15.75 259 7,190 1,200 300

16.34 11 7.75 6.61 9.25 1.19 2.39 5.71 6.07 2.98 0.71 2.36 0.75 1.77 - 15.75 259 7,190 1,200 282

19.69 8 5.50 5.35 6.75 1.00 2.00 5.71 6.07 2.98 0.87 2.36 0.75 1.77 - 19.69 259 7,190 1,000 467

19.69 11 7.75 6.61 9.25 1.19 2.39 5.71 6.07 2.98 0.87 2.36 0.75 1.77 - 19.69 259 7,190 1,000 452

27.95 11 7.75 7.56 9.25 1.19 2.39 6.10 6.58 3.57 0.87 2.95 0.87 2.95 - 27.95 331 9,217 750 992
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Code No. type

7-859-6150 4347-16''-8-5.3'' HD

7-859-6153 4347-16"-11-6.5" HD

7-859-6200 4347-20"-8-5.3" HD

7-859-6203 4347-20"-11-6.5" HD

7-859-6839 4347-28"-11-7,5" HD

4347 HD

Larger diameters available on page 82-93!

1 Set of hard top jaws

1 Set of hard master jaws

1 Wrench

standard accessories

spare parts 99-141
technical data 142-148
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